
Base Unit Options 
 

E             

 Bore 
Mounting 

Style 
Stroke 

Rod 
Material 

Rod 
Thread 

Options 
Screw 
Type 

Screw 
Lead 

Motor 
Conf. 

Gear 
Reduction 

Anti 
Rotate 

 

           A Required 

 Bore          - Not Required 

3.25” 32         00 n/a  

5” 50 Style        10 1:1  

Blind End Clevis C       
Motor 
Confi. 

15 1.5:1  

Foot Mount F       20 2:1  

Rod End  Rect. Flange R       I Inline direct Drive  

Rod End Sq. Flange RS      Screw lead U Parallel Drive  

Side Tapped Heads S      05 5 mm    

Mid Trunnion T Stroke     10 10 mm    

  6 inch 6     12 12 mm     

  12 inch 12     20 20 mm    

  18 inch 18     30 30 mm    

  24 inch 24    Screw 
Type 

36 36 mm    

  36 inch 36    40 40 mm    

  Custom - Rod   R Roller Screw     

  Nitro Steel A  Options      

 Induction Hardened C Thread A Thread Length      

   Standard Male A D Rod Scraper      

   Oversized Male  B PS Piston Stop      

  Female Thread D V High Temp. Seals     

   Male Metric M W Rod Extension     

   Female Metric F X Other     

   Custom X BLANK None     

Drive Configurations  
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